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Summary

This quick start guide summarizes the steps required to verify the performance of a
newly installed automated roller shade system. The automated roller shade
system at The New York Times Headquarters has been designed to control direct
sun and window glare while admitting daylight and permitting view out. Procedures
in this guide focus on verifying that the glare control aspect of this commercially-
available system works prior to building occupancy. A high dynamic range
luminance measurement tool, developed for this project, is used to verify that the
average window luminance is within acceptable limits. The commissioning agent
(CxA) and The New York Times will use these procedures during the
commissioning phase of the building to verify that the automated control system is
operating as intended.

For a detailed description of these procedures and how to use the shade cart tools,
refer to the main commissioning manual:

E.S. Lee, R.D. Clear, G.J. Ward, L.L. Fernandes. 2007.
Commissioning and Verification Procedures for the
Automated Roller Shade System at

The New York Times Headquarters, New York, New York
Lawrence Berkeley National Laboratory, Berkeley, CA
http://windows.lbl.gov/comm_ perf/newyorktimes.htm







1. Consult commissioning schedule

For a detailed description of the automated roller shade system installed in The New
York Times Headquarters, consult the main commissioning (Cx) manual (see Summary
for reference).

The verification procedures described in this Quick Start Guide focus on verifying the
glare control mode of the automated roller shade system.

The direct sun control mode can be checked and documented using procedures
documented in Steps 10-12. Other problems such as improper shade motor
assignments or groupings, shade height misalignment, problems with the touch screen
user interface, etc. can be recorded using the same procedures used to document
failure of the direct sun control mode. These checks can be done quickly by walking the
floor or can be conducted in parallel while verifying the glare control mode with the
shade cart.

Schedule:

The glare measurements will be taken in sequence at particular locations and at given
times, as defined in the commissioning schedule. Create the schedule a day in
advance using the procedures described in Section 2 of the main Cx manual. Adjust
the commissioning schedule if the weather changes.



2. Start computer

g

Mac OS X

Commissianer0

Mac OS X

Glenn Hughes Commissioner0

Greg Ward “ Shade Cart

Shade Cart Password:

Turn computer on,
then log in as Shade
Cart

Input password

Use only “Shade Cart” login name. Do not log on as a different user. Using any
other login will cause the image capture program to no longer work.



3. Check the clock

Check time

r

@ Terminal File Edit Scrollback Font Window Help 41 (M) (=1 99% Tue 5:25 PM Shade Cart &Y 2
8eos Terminal — csh — 80x24 E

Last login: Tue Oct 17 17:24:55 on console
Welcome to Darwin!
[comnissionerd:~] scarts [ CommissionerQ

sync.command
.
sync.crontab,
- |
|=—]
SCART-EXT

. The shade cart's laptop must have the same time as the shade
supervisory control computer.

. The supervisory control computer’s clock should agree with actual local
time to within one minute.

. Check the time and synchronize regularly, as often as once per day
depending on how the shade supervisory control system is set up to
access time.

. Make sure the time zone is set for New York City.



4. Correct the clock

r

@ Terminal File Edit Scrollback Font Window & ) =1 09% [TEREIL shadecart @

e06 e e L Tuesday, October 17, 2006

Last login: Tue Oct 17 17:26:58 on console View as Analug

Welcome to Darwin! E o
[commissionerd:~] scart® [| v View as Digital

Open Date & Time...

‘ences Edit View Window Help &1 M (=0 (99%) Tue 5:30 Ph

erm @& O 7O Date & Time .
e (<») (Showar ] : D To check tlme,_
il open Date & Time

control

——————————{ Date&Time | TimeZone Clock
f Set date & time automatically:  Apple Americas/U.S. (time.apple.com) ™

10/17/2006 [2) 5:30:02 PM ()
@O0 October 2006
SMTWTFS
1234567
8 31011121314
15 16/ 18 19 20 21
222324252627 28
293031

To set date and time formats, use International preferences. [ Open International ®

i% Click the lock to make changes.

. Cart computer's time should not differ by more than one minute from the
supervisory control computer’s clock. If the difference is more than one
minute, contact NYT (for the administrator’s login and password) to reset
the time prior to performing any tests.

. Both the shade cart’'s computer and the supervisory control’s computer
should be set to local time, observing daylight savings time.

. Shutdown Cart computer at this time prior to transporting the cart to the
measurement location.



5. Prepare the cameras

DIGITAL

Make sure round Lens should be set
dial is set to "C" to manual focus
Use this port to
connect camera to
computer
HDR Camera:

Prepare the camera prior to moving cart to test location. The high dynamic range
(HDR) Canon camera must be configured as follows:

. Confirm round dial on camera top is set to “C”. Do not press any other control
on the camera. If the C mode gets inadvertently reprogrammed, consult the
manual on configuring the manual (M) mode on the camera and use the M
mode instead.

. Confirm lens is set to Manual focus (switch on lens set to “M” or “MF”,
depending on lens model).

. Turn Camera on. Check battery level. If battery level is low, the automated
capture may not work because the camera will frequently go to “sleep”, forcing
you to abort the shade verification program and in some cases restart the shade
cart computer.

Clean the camera if necessary.

Do not touch the glass of the lens with anything except lens tissue (sold in camera
stores). It should be done very gently, to avoid leaving marks or damaging the anti-
reflection coating. Should dirt not come off this way, the lens should be cleaned by a
professional.

Regular Camera:

Check the battery level and time stamp on the portable regular digital camera. This
camera should have the same date and time as the shade cart computer.



6. Check cart inventory prior to transport

The shade commissioning cart transports the following equipment:
Digital camera with fisheye lens and tripod mount on an extendable arm
Digital camera with regular lens for site documentation (not shown)
Laptop computer (with power cord to uninterruptible power supply shown above)
Electronic or regular measuring tape
Document holder
Backup rechargeable batteries for the computer and camera

The following paper documents should accompany the shade cart when taking
measurements. They can also be referenced from the laptop computer.

. 11x17 inch furniture plans showing measurement locations*

. 11x17 inch MechoShade System (MSS) control diagrams*

. Schedule of when to take measurements (from Section 2 of manual)

* These are also available electronically in folder:
scart/nytimes documents/c Measurement point descriptions
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7. Transport the cart then set up the camera

Bring all equipment needed for verification activities. Transport cart with
computer and camera stowed safely in carrying cases.

b B f \

LPIETLE Il"'

wehe " s IIIJ . F \
—

Place camera on tripod mount being careful not to strip the threads on the
camera. Use mounting plate, then take camera in and out by releasing the
quick-release latch and pulling out camera+mounting plate.

Slide bubble mount into top flash port of camera.

Adjust height so that the center of the lens is at 4 ft (+ 0.5 inches) above the
finished floor.

Level the camera using the bubble mount on top of camera (pitch and yaw).
Using connector cable, connect camera to laptop by attaching cable to USB port
on laptop and port labeled “Digital” on the side of the camera (this port is
reached by lifting one of the rubber flaps). Be careful when removing cable
from side of camera — once this port is damaged, the camera is useless
since it can no longer be remotely controlled by the computer.
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8. Start the shade commissioning (Cx) software

Restart the computer and log in as Shade Cart user (see step 2).

Launch the Terminal window (see “a” below).

If the Terminal window is not visible, you can open the Terminal application by clicking
on the corresponding icon in the lower right of the dock. If dock isn't visible, it will
appear when you move the cursor so that it hits the bottom of the screen. Or double-
click on the Terminal icon in the Ultilities folder, which is inside the Applications folder on

the hard drive called “Commissioner 0”.

| @ Terminal File Edit Scrollback Font Window Help &1 [ (=] (99% Tue 5:25 PM Shade Cart 0 3

806 Terminal — csh — B0x24 E

Lost login: Tue Oct 17 17:24:55 on console
Welcome to Darwin!
[conmissionern:~] scarts | CommissionerQ

B . Terminal File Edit Scrollback Font Window Help

ene Terminal — csh — BOx24

Last login: Tue Oct 17 17:42:88 on console
Welcome to Darwin!

[commizssionerd:~] scart® cd nytimes/shadecomnn
[conmissionerd i~ nytines/shadeconn] scart® run
Agent. Name/ID: Luis Fernandesf

A

a) Double-click on Terminal window icon

- b) Key-in (type): cd nytimes/shadecomm <Enter>
. €) Key-in: run <Enter>

d) Type in your name or ID then <Enter>. Use
the same ID throughout the Cx tests.
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9. Select the database

Make sure that the current database is correct. The top line shows the name of the
existing database (in the example above, the database is called “Training”).

Change the database if you need to change or create a new database. There can
be more than one database, such as one for training, another for commissioning,
another for post-occupancy evaluations, etc.

Terminal — ¢sh — 80x24

Training Dotabase
e t: Luis Fernandes -

Date: 18/17 First daylight hour: 5 PDT Last daylight hour: 15 POT
Tower Shode Commissioning Main Menu

. Exit

» Select date for shadow ond sunpath diagrams
. View urbon shadows

. Measurement point

Change database

Fa U ]

Choice: 4

Current databose is Training

Known datobases:

Training

Choose database from above list or create new one: l

- To specify database, key-in Choice "4" <Enter>
- Then key-in database name, e.g. "Training" <Enter>
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10. Ch

eck for direct sun control problems

Check to see if direct sun control mode is operating properly.

a) If

itis sunny and you observe improper sun control:

Look at the depth of sun penetration on the floor.

Check if the depth of sun penetration is greater than 3 or 6 ft perpendicular from
the face of the window glass (depending on the control zone, 3 ft is typically the
maximum depth where work stations are close to the window and 6 ft is depth
allowed near the stairs).

If it exceeds the maximum depth, document the failed mode as follows:

Lay the measuring tape on the floor and take photos of the condition (using the
handheld regular camera) showing depth of penetration with tape in photo and
photo from greater distance for documentation of shade height.

Open the verification database (see Step 22), click on the “Observations”
worksheet tab, then note your observations as an entry in the database.
Download the photo from the camera using the “Image Capture” program (icon is
on the dock) into the folder “scart/nytimes observations”. Record the image
number into the database.

E3 Microsoft Excel - a_nyt-verification.xls

i) ple Edt view [nset Fomat ool Data Window  Help
N EE G TE S BB 8 AR @ e 210 -
A0 - A 171472007
a [ sflcJpl e T[T & [ H | \ J [K]

1 |New York Times Field Observations keyy
| 2 | heig
| 3| aligr
ES
| 5 |Date Time| ZoneFloor Tower/| Wing, NYT Image Operator Problem
| 6 | Podium coordinates file name

= <
(8|

a 11/12/2006) 12:56 EST 5 T West| 05-W1-B10 IMG_1514 LPD height- incorrect shade height - shade inoperable

10 1/14/2007] 956 EST 5 T South)  05-51-C4 IMG_1627 GDH Sun penetration greater than 3 ft maoc

il
17
EE
| 14

15

W 4 » ¥ HDR Y Observations ¢ Sheet3 { Sheetd 4 ShestS { Sheetfi £ Sheet7 { Sheetd / E3 31|
Ready

Click on “Observations” worksheet tab
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11. Check for direct sun/ urban shadow control problems

b) If it is sunny, check whether the urban shadow mode is working properly:

Key-in Choice 1: Select date for shadow and sunpath diagrams.
Key-in Choice 2: View urban shadows.
The software will take some time to compute and generate images. To save time,
specify 21st day of the month (closest to actual date) and precalculated images will
be loaded immediately.
. Click on image showing the proper time, find the control zone, and determine
whether the control zone is entirely in shadow (see Section 3.3.3 of the Cx manual).
. Ifitis fully in shadow, then the shades should be raised to preset 0 and there should
be no direct sun penetration.

If the sh re lower ment the fail ntrol m ing the pr r
described in step 10 above.

| é
- %7

05 21 12:30EDT Sy’ —
\ View looking out. The corner

Date and time of
shadows

Lewel 218
Level 27

I

Lewel 26

|

Level 25

1

Lavel 24
Lavel 22
Lewel 22
Lavel 21
Level 29
Level 1%

0

Lawel 18

|

Level 17

1

Lewvel 18
Lavel 15
Level 14

Ll

Lavel 12
Lavel 12

Level 11

I

Lewel 18

|

Lavel &

1

Level &

Lavel 7

Level €

L

.-.—.__. ......
|

zone is shadowed by urban
obstructions on the 3 floor on
May 21stat 12:30 EDT.



12. Check for direct sun/ attached exterior shading control
problems and other control problems

c) Ifitis sunny, check whether the direct sun control mode is accounting for the
exterior ceramic tubes:

Find the correct graph (located in scart/nytimes resources/R1-pdfs) to determine the
approximate shade position. The tubes will be shading the fagcade when the sun has
a high altitude and in the plane of the window. Compare for example, the graphs
East-tubes.pdf versus East-NT3.pdf (NT=no tubes) and note when presets 1 and 2

are used in the NT case. These are times when you should check the fagcade with
tubes.

If the shades are lowered but the tubes shade the facade, document this failed
control mode using the photo documentation procedures described in step 10 above.

If there are any other problems (shade alignment, improper motor groupings,
problems with touch screen user interface), then use the photo documentation
procedures described in step 10 above.

. B " .
Sun location: "East" facade - tubes Sun conditions: "east" facade - no tubes - 3 foot sun penetration
145 14.5 15.5
E ME‘ _’M 13.5 1 14.5
12.5 mﬂl— e MH.E o 12.5 13.5
11.5 e = m‘%‘ AW 1.5 Lo e, - 12.5
105 22 s fﬁ, first sun (preset 5) e - M e 105 - J“”“" ——first sun (preset 5) [ -y — i T
?; waﬂdﬂr T —=—preset 4 Ty, ﬁ“ﬁ%— & d‘,f"r L o preset 4 gy v
8 95 m;,,"’ —e—preset 2 bt P & o5 ﬁ""'ﬁ a preset 3 -5'% il _— oo
b r . 2 P T T
5 Mé,ﬂw ——preset 0 ‘ﬂ;m‘t 5 it * preset 2 “m%
. iy, o )
£ st S tsta S E g5 et e preset] . o 9.5
i —— - preset 0 Uiy
- ™
7.5 I 75 + last sun 85
/f "'\._HL\ Bl e S \ |
6.5 ol i
,_,f"( ‘"‘\-\ 6.5 —= Lol ! s
-,
5.5 ] ™~ s e \
J_‘_,J-P' \-\‘_‘_ 5.5 — ' o 6.5
45 — i \\“H_\ el
7/29 9/28 11728 1/28 3/30 5/30 43 T T T T T 5.5
Do year 7429 9/28 11728 1/28 330 5/30 7/30

Day of year

Ceramic tubes shade the east
fagade on March 30t from ~12:00-
12:30 EST
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13. Specify the measurement point to check glare control

Consult the Cx schedule and locate the measurement point location on the NYT
furniture plans. The measurement point location refers to the MSS control zone number
shown in their shop drawings (3/7/06). If changes are made to the furniture and/or
control zones, define a new measurement location using the procedures described in

Section 2.1.2 of the main Cx manual.

®06 Terminal — csh — 80x24

Training Dotobose
Commizsioning Agent: Luis Fernandes

) 1

Date: 18/17 First daylight hour: 5 PDT Last daylight hour: 15 PDT
Tower Shade Commissioning Main Menu

» Exit

. Select date for shodow ond sunpath diograms
. Yiew urban shadows

. Measurement point

. Change databose

i G N =@

Choice: 3
Enter point [8] W-87.4]

- To enter measurement point, key-in Choice "3" <Enter>
- Then enter point name, e.g. "W-07.4* <Enter>

To list all existing point names, enter a bogus hame then answer “n” to the question “Is
this a new measurement point”.
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14. Read measurement point header

After selecting the point, the software will display information about where to
position the camera and what part of the window wall to measure.

Measurement position information includes:

Paoint name (e.g. W-07.4)

NYT coordinate system (e.g., 07-N2-J3)

Floor (e.g. 7)

Wing (e.g. North)

Position and direction of measurement (e.g. 5 ft from window, facing West,
centered on mullion)

Image processing information (e.g. image width +/-2, image height
floor/ceil)

Priority (e.g. 3) where O=very low and 4= very high.

For details, see Section 2.1.2.5 of the Cx manual.

- Read measurement point header

A s. . Terminal—csh = 80xod. |

Point w-ai]4 (B?ZNé;J3), Floor ?: Morth wing, 5 ft from window, ;aé}ng wést, cen E3
tered on mullion, image width +/-2, image height floor/ceil, priority 3 -

—_———

Return to main menu

Chanae measurenent point
Show sun path for date 18/17
Take measurement(z)

Choice [A] |}
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15. Position camera

Remove lens cap and hood Turn camera on

Place your eyes in the position and direction of measurement, or place the camera
instead and look through the view finder. If you can see the sun directly, the
measurement cannot be taken — it will damage the camera.

When you are ready to take a measurement, the position for the camera is given in the
header for the measurement point (see Sections 2.1.2.5 and 3.3.4 in the Cx manual).

Position the camera accurately once you have determined that
. a)the sun orb is not in the camera’s field of view, or
. b) the orbis in the field of view but is completely obstructed by the interior
shades.

Use the electronic or regular tape measure to measure the distance(x 0.25 inches) from
the rim of the fisheye lens to the window glass or frame. Keep lens cap on until time of
measurement.

Line the camera up so that the lens is centered on the mullion, corner, or on the width of
the window glass, according to the measurement information (see previous step).
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16. Take a window luminance measurement

e0e Terminal — csh — 80x24

Point W-87.4 (87-N2-03), Floor 7, Morth wing, 5 ft from window, focing West, cen 5
tered on mullion, imoge width +/-2, imoge height floor/ceil, priority 3 -

A. Return to main menu

B. Change meosurement point

C. Show sun path for date 168/17
D. Take measurement(s)

Choice [A] d

Number of measurements desired [1] |

To take the HDR window luminance m
measurement, key-in choice "D* <Enter> '

THIS NEXT STEP WILL START THE CAMERA:

Press <Enter> to accept default of [1]
measurement.

Camera will immediately start taking 5-8
photos.

Do not enter a number other than 1. If you enter a different number, then abort
the program (control-C).

Do not walk in front of the camera or cause it to move (e.g. by moving the
cart, or typing on the computer) when image capture is underway.

Complete steps 16-22 as quickly as possible (< 5 minutes).

20



17. Taking a measurement (continued)

r

@ CanonHDRcap File Edit [T ™ &= (93% Wed 3:36PM Shade Cart & 3

® 00 Terminal — csh — 80x24 - il
Point W-22.4 (22-N2-J2), Floor 22, North wing, 5 ft from window, facing West, ce B =
b B ot s 13 s it AL 2 A2 nen o S 1 Sk it e S = .

| @ (&) Terminal — sleep — 80x24 Picture 4.png Commissioner0

Last. login: Wed Dct 18 15:29:18 on ttve2 =]
Jtiip/cap6235 .conmand; exit e n CanonHDRcap.out
Welcone to Darwin!

3 Canon SOK wersion 8.2.8 openend
[Commissionerf:~] scort® Capturind conon E0S SO 1 conmection established
Ins... Checking exposure... -
Ehmr:e}D Checking exposure...
Number! |

sync.command

‘

sync.crontab

Startil
How cly

r

.’ Terminal File Edit Scrollback Font Window Help

®00 Terminal — csh — 80x24

il @O 6O Terminal — dcraw — 80x24

Last login: Wed Oct 18 15:27:35 on ttypl
Welcome to Darwin!

Stup/cop95T . conmand; exit
[Conmissionerf:~] scart® Copturing HOR image using Canon EOS 5D and Signa Smm le
ne...

Coptured 5 cr2 inages

Loading Canon EOS 5D image from /private/var/tms/HORCap/tsst@BRL.cr2. . .

scaling with black=128, pre_nul[] = 37.383123 18.469660 27.876965 15.480606
Converting to sRGB colorspace...

oy Mriting data to standard cutput...

Loading Canon EOS 5D image from /private/var/tms/HORCap/ksst@BR2.cr2. ..

scaling with black=128, pre_nul[] = 37.383123 18.469660 27.B76965 15.480606
Converting to sRGB colorspace...

Writing data to standard output...

Loading Canon EOS 5D image from /private/var/tmp/HORCop/tsst@BBa.cra. . .

Wait while camera Wait for pictures to be
takes pictures transferred to computer

If the CanonHDRcap.out window indicates an error (“No camera found!”), then there
is a problem with the camera connection and the two new windows will need to be
closed manually and the whole process restarted. Turn the camera off, wait a few
seconds, then turn it back on, again waiting a few seconds. In the Terminal window,
abort the HDR software using the ctrl-C command or click on the red “close” button

on the title bar.
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18. Taking a measurement (continued)

Replace lens cap and hood Turn camera off
" @ Photoshop File Edit Image Layer Select Filter View Window Help @ ™ & ©92% Wed3:38PM Shade Cart ) 2
"".‘“. [ mask6247.ppm @ 33.3% (RGB/8) 4 ‘!(‘N;L.im oo

Picture 4.p

> O
oy Actions > |
p (3 Default Actions
w ([ CregSet
B Selectbitmap

b WriteMas)
E=IFREE

|
ity -

33.33%  [B] Doc: 6.10M/6.10M

Bl EESRENY

1. Select lasso tool 2b. Click on Terminal 3. Select

. _ icon if you need to WriteMask
2. Outline the appropriate  hack measurement action
window area according to position info _
measurement position info 4. Click on "Play" button

When outlining the window, more than one area can be selected by also holding down
the Shift key. Use the escape key to retrace the mask. To abort the outline, click on any
new location on the photo. To close a lasso loop, position the cursor close to the start
point and key-in <Enter>.

If the "Actions" pane isn't already open, it can be selected from the “View” menu.
22



19. Taking a measurement (continued)

[’ @ Photoshop File Edit Image Layer Select Filter View Window Help ] (95% Wed 3:33 PM Shade Cart @ 3
| [ .{‘ TILEE] | reather [aox | @anti-atas | Ii i; !‘; i ; ;
06 Terminal — csh — 80x24 000 |
T — g |
|__SW—prting 0, SROB Lhlorspace.... @ Terminal File Edit Scrollback Font Window Help
= ing doto to stondard output...
2, "% | ing Conon EOS 5D inoge from /private/vor/tup/HORCop/bestoRed.cr2. . . :
%, | ing with block=128, pre_mul[] = 37.393123 15.400000 27.673905 18.404 eoe Terminal — csh — 80x24
erting to sRGE colorspace... Point W-22.4 (22-Nz-02), Floor 22, Morth wing, 5 ft from window, focing West, ce &
B F | ing data to standard output. .. ntered on mullion, inoge width +/-2, image height floor/ceil, priority 3 ~
ing Canon EOS 5D inage from /private/var/tup/HORcop/testBBes.cr2. . .
zi’ ing with black=128, pre_nul[] = 37.303123 18.400008 27.075965 16.480 4. Return ta nain menu
| 3 erting to sROB colorspace. .. B. Chonge meosurenent point
=24 =4 ing data to standard output. .. C. Show sun poth for date 18/18
EIE ) Combining Inages D. Toke measurement(s)
0y | @ brite=L, 5o rewoving 5 LOR coptures
4 "dying vignetting correction. .. Choice [4] d
& | T |Fhotoshop polygon sslsction tonl bo oublins window. .. Number of meosurements desired [1]
44 uting vertical illunirance... Storting new meosurement for point W-22.4 ot 15:36
& L feal 11 uninance is: 2981l How clear is the sky? (8-1) |
uting average luminance on window...
5} 2 | nge utntou luntnancs 1s: 2663 capmez
&7 [Q |uting glore sources (/Ussrs/scart/nytines/shadesomn/neas/H-22.4/4-22)

1529.glr)...

&

732 B.684 3993
: ting record image (gsers/scart/nytines/shadeconn/nens/W-22.4/4-22 .4
) 29.3p9)...

Check that image is being
processed, then go to main
program Terminal window

While image is being processed, you can start
answering these questions

How clear is the sky? (0-1) Describes overall sky condition viewed from measurement point. Value entered
should be scaled according to below:

0 Completely overcast
0.25 Some blue patches
0.50 Partly cloudy

0.75 A few clouds

1 Nothing but sky

Is the sun in the field of view? (y/n) If sun is visible from measurement point through the lowered shades,
value should be “y”, otherwise “n”. Do not take a measurement if entire orb of the sun is not obstructed by
the shade, the building, urban obstructions, or by heavy clouds.

Are the shades on manual override? [n] Entery if yes. Enter n, if no (default=automatic mode).

What is the shade preset height? (0-5)
0 = fully retracted
1 = half way between the fully retracted position and the top of the vision window
2 = top of the vision window
3 = 4 feet above finished floor
4 = pottom of vision window
5 = down to the floor

Subjective rating of discomfort glare? (0-100). If your eye were positioned in the same location as the
measurement, how would you rate your level of visual discomfort?

0 =no glare

25 = perceptible glare

50 = noticeable glare

75 = disturbing glare

100= intolerable glare

Additional comment? Indicate, in one line, any noteworthy condition (e.g. reflected sunlight off opposing
building, pattern of sunlight on work surfaces, etc.).This field could also be left blank. Don't finish entering
this comment just yet.
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20. Taking a measurement (continued)

° ' Finder File Edit View GCo Window Help
G

| Yo 0 Terminal — csh — 80x24
> 5 —
{feee Completed Command =S
"™ Loading Canon EDS 50 inage from /préfate var/tmp HDRoop tost 8BB4 or2. . . Blree
Scaling with block=128, pre_nul[] </37.303123 16.406008 27.070565 10.460060 ~

Converting to sRGB colorspace...
YWriting dato to stondard output. .

Loading Canon EOS 5D image from /private/var/tup/HDRcop,/test@BBS.crz. . . |

Scaling with black=128, pre_mul[] = 37.383123 15.400008 27.073005 135.400000 [ Local

Ch Converting to sRGE colorspace. /.

M YWriting dato to stondard outpyt...

St Conbining Inages

fio Overurite=1, so removing & LOR captures

Applying vignetting correctfion...

lise Photoshop polygon selsftion tonl to outline window...

Computing vertical illumifionce...

Yertical illuminonce is:/8A7 lux

Computing overage lumirgince on window...

Average window luminange is: 1724 cd/m*2

Computing glare sourcgs (JUsers/scart/mytimes,shodeconm/mens,M-22.4/4-22 .4_BE-16

-2441885.911). ..

787 611 .6 4476

Creating record imgQe (/Users/scart/nytines/shodecomm/mens/W-22.4/W-22.4_06-10-2

461805 jpg). . .

61.737u 4.1973 3:47.13 33.48 Bk 149710 Bpfn .

—_— [Commizsionerd:~| scart® logout T
[Process complefed]

.| Human

1 .’ Photosphere File Edit Set \iiew Window Help
o600 Cximages

(=) @& (95% Wed 3:33

>sart Add 5 =
> CommissionerQ bz - Info

0 record catalog Reverse

| Wie 4l

e n Image 2 (of 2)
o] =
= W=22.4_06-10-18@15 Apply ) [ Fit )—9-] Exp . +0.0 ¥ Autc [|local [ Human
Cap Oct 18 2006 3:33:48p
x = 30 I

When image
processing is
complete,
Terminal window
name changes to
“Completed
Command”. You
can analyze the
image now.

If necessary, 1. Study glare 2. If average window luminance,
click on green sources (highlighted Lw, is close to 2000 cd/m?, then
button to enlarge  in pink) enter comments about glare in the
window Terminal window

Compare the glare sources highlighted in pink to the actual view and note possible
reasons for glare.

Quickly step through pass/fail logic on the following page before moving the
camera.
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21. Assess the glare control mode (long version)

Using the average window luminance value, Lw, from the previous step, apply the
following logic to determine what to do next:

a) When in the automatic mode:

If the shade is up (fully retracted or shade preset height 0), then it is in the
daylight mode. The shade control zone passes if the average window
luminance is below 2200 cd/m?, and fails if it is above 2200 cd/m2,

If it passes, make your final comments and save the measurement, then go
to the next measurement point and repeat steps 13-21.

If it fails, make your final comments and save the measurement, then go to
the next measurement point and repeat steps 13-21.

If the shade is down (covering any portion of the window wall or shade

preset heights 1-5), then the shade is in the direct sun and/or glare control

mode. The shade control zone passes if the window luminance is below

2200 cd/m? and fails if it is above 2200 cd/m?2.

If it passes, make your final comments and save the measurement, then go
low.

If it fails, make your final comments and save the measurements. The shade

is failing because the fabric is not dense enough. Go to the next

measurement point and repeat steps 13-21.

b) If the shade passes in the automatic mode, then test the system in the
manual mode:

If sunny, check if the shade control zone is in the direct sun control mode by raising
the shade(s) to preset 2 and measuring the horizontal depth of sun penetration. If
the depth exceeds the maximum allowable distance and passes in the automatic
mode, then the shade control system passes.

If the depth of sun penetration does not exceed the maximum allowable distance or
if not sunny, then check if the glare mode is too restrictive with the shade(s) at
preset 2 (facade with or without tubes):
Make your final comments and save the measurement for the automatic
mode.
Raise the shade to preset 2 using the touch screen user interface.
Repeat steps 16-21 to take a 2" window luminance measurement, keeping
the same camera position. Do not take a measurement if the sun is in the
field of view of the camera (even if the sun is slightly obscured by tubes).
The shade control zone passes if the average window luminance is above
1800 cd/m? and fails if it is below 1800 cd/mZ.

Note: The pass/fail status is determined automatically in the
verification software.
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21. Assess the glare control mode (short version)

Using

the average window luminance value, Lw, from the previous step, apply the

following logic to determine what to do next:

a) When in the automatic mode:

If the shade is up (shade preset 0), then:

If Lw>2200 cd/ m2 system fails.

If Lw<2200 cd/m? system passes.

For either case, make your final comments and save the measurement, then go to
the next measurement point and repeat steps 13-21.

If the shade is down (shade preset heights 1-5), then:

If Lw>2200 cd/ m?2 system fails because the fabric is not dense enough.
Make your final comments and save the measurements. Go to the next
measurement point and repeat steps 13-21.

If Lw<2200 cd/m?2 system passes.
Make your final comments and save the measurement, then go to step (b) below.

b) If the shade passes in the automatic mode, then test the system in the manual

mode;

If sunny, raise shade to preset 2 using the touch screen user interface, then
measure sun depth (d).

If d > max, then system passes. Make your final comments and save the
measurements. Go to the next measurement point and repeat steps 13-21.

If d < max or if not sunny, then:

Make your final comments and save the measurement for the automatic mode.
Raise the shade to preset 2 using the touch screen user interface.

Repeat steps 16-21 to take a 2nd window luminance measurement, keeping the
same camera position. Do not take a measurement if the sun is in the field of view
of the camera (even if the sun is slightly obscured by tubes).

If Lw > 1800 cd/m2, system passes.

If Lw < 1800 cd/m?, system fails.

Make your final comments and save the measurements. Go to the next
measurement point and repeat steps 13-21.

Note: The pass/fail status is determined automatically in the verification

software.
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22. Open the verification database

B ; ; ' ; 4
@ Terminal File Edit Scrollback Font Window Help E (= (90% Wed 3:40 PM Shade Cart ()
Aan T -
ene Terminal — csh — 80x24 @ @
Point Y-22.4 (22-Nz-02), Floor 22, Morth wing, 5 ft from window, facing West, ce & ¥ y 3
ntered on mullion, inage width +/-2, image height floorsceil, priority 3 ~— -

Picture 4.png: CommissionerQ
A. Return to main menu

E. Change measuremsnt point.
C. Show sun path for date 18713

D. Toke meosurement(s) | |Local _IHuman i
Choice [A] d

Nunbsr of megsurements desired [1] Picture 5.png

Starting new meosurement for point W-z2.4 ot 15:36 sync.command
How clear is the sky? (A-1) 1

Is the sun in the field of view? (y,n) n h
Are the shades on manual override? [n]
| What is the shade preset height? (B-5) 2
| Subjective rating of disconfort glare? (A-188) 78

Additional comment? glare from bay sync.crontab
| Waiting for copture process to finish...
Save megsurenent with these answers? [v] |

Picture 7.png Picture 1.pn

P leted v
[Frocess canpleted] | e

Picture 8B.png Picture 2.png

(2

Sdpics

After entering To check data either during the
comments, save measurement process or when
measurement measurements are done, click here

to open the verification database.

Microsoft Excel

The workbook you are opening contains macros.

Some macros may contain viruses that could be harmful to your computer.

If you are sure this workbook is from a trusted source, Tell Me More

click ‘Enable Macros'. If you are not sure and want to
prevent any macros from running, click 'Disable
Macros'.

Enable Macros ( Do Not Open ) ( Disable Macros )

Click here to enable macros.
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23. Update the verification database

" @ Excel File Edit View |In:

Ral=IcRJC NS

866

sert Format Tools Data Window Help

& |

| T A e by |l de [ 00| (20

I a_verif_script-rev.xls

&1 M &1 92% Thu6:13PM ShadeCart @

L =

Commissioner0

sync.crontab

[
GiKEs|e|

B

> A | B | c | bp| E M ¢ [ H | 1 [ J | Kk [[[AG] AH | Al [ Al | AK | AL
1 [file name
| 5 |pate me zone Floor Tower/ Wing Dwg  Polgr NYT Priority | X-coord Y- |Operat:Subjective Comment Pass/ Brightness
| 6 | Podium date coordinates (ft East) (F glare Fail ratings
1=pass lower is bitter

€

[=

AR BRI,

ElﬂEl PR l Sheetl|
Ready

If this is the first time you are using
this database, delete cell Bland
enter "0" (zero) in cell B2

‘\lqw

BN SR O |

Click here to load data. (Note: this gets
data from the ASCII text files generated
during the measurement process.)

| ©SCRL | GCAPS [ @NUM |

[ et
=il
R

If this is the first time you use this database, select it within the

"meas" folder, then click on the “Open” button.

Se&\a document:

NN e
Enable: | All Office Documypts 53
[«|»]) [= "1 meas \ B 'Q search
A
~ : NU———
@Network _ CartGuide.doc “ (7 sw-18.1 q
=l Commissioner0 M floor_line.cal ' > Dat
£ SCART-EXT M genlight.rad ’ . L.
£ BACKUP ¥ GregSet.atn ; X~
e L_| Phe
| meas » >

[ Desktop 2 mkelev.csh : :

scart . o
T i -'! mkprofline.csh Training_data.ixt src
[ 7 meas . (! model P 7 w-05.1 > O Res
;1\ Applications & pointmenu.csh LJ et 4
0 :Z:J::ems 12 W run % [ w-0s3 > 2
.Muslc s - run-old v (1 w-05.4 » 3
é i |+ shad " PR ow. p
) Pictures It ‘&Qﬂb <>

[ New Folder
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24. Check the verification database

a_verif_script-rev.xls
B 5 (1] E F c H 1 ] K | B AH Al AJ AK AL AM ANES
hie name  Commssioner O:User s:gwar donytimes:r agt shagecemmumeas Traming Jata.txt
records 4 f CRTOR

e
+]

Date Time Zone Floor Tower/ Wing Dwg Point NYT Priorty  X-coord Y- |OperatsSubjective Comment Pass/ Brightness
Podium date coordnates (e East) (F are Fal ratings

| 5 aw 0 indoars

1 5 aw 90 LBNL cubicle noar south win
53 Luss Feor 7o
51 Lues Fer 70 glare from bay

10411706, 11:41 POT 22T
10/11/06, 12:55 POT 221
10/ 1806 PoT 227
10/ 18/06 21

et - Ll

i (T e sheent] T

—— L Ready

Find your measurement inthe  Check column AJ for pass (white)
database. or fail (orange)

If measurement passes, check
column AK: orange is warning flag for
glare

All header information related to the measurement point is located in columns A-Q.
HDR data are given in columns R- AB. User input information are given in columns
AC-Al. The pass/fail result which is computed automatically based on criteria given in
Section 1.4 of the Cx manual is shown in column AJ. A subjective brightness estimate
is computed automatically in column AK.

You can add additional fields after column AK that will not be overwritten by the Excel
macros. Original values in columns A-AK can be modified but this is not advised.

If points are superseded because of furniture or other space changes, then follow the

instructions in Section 2.1.2.3 and 3.5.1 to archive old images and tag data in the
verification database as superseded.
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25. Wrap up

Perform measurements for all points on floor per the measurement schedule.

When all points are done for a floor, review database and check for fails. Alert the
manufacturer of any problems and provide substantiating data. If time, check the
manufacturer’'s computer to determine source of error in collaboration with the

manufacturer.

Store shade cart in secure location. Put away all computer and camera equipment.
Recharge all batteries.

Synchronize the cart computer with the LBNL computer each day data are
collected.

Synchronize/ save the data to the hard disk for backup each day data are collected.

If there are changes to HDR software, MSS control software, protocol, etc., note
date and time changes were made in the experimental log (MS Word file located on
the dock).
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